
Max. output current 20 mA

Supply voltage 5 VDC ±10% (Linedriver)  /  4.5..13.2 VDC (Open Collector)

Current consumption (no load) < 30 mA

Frequency limit 200 kHz
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Resolution: 100...1600 p.p.r
2 channels + index
Open Collector or Line Driver Output

Protection grade IP50

Operating temperature -10ºC..+70ºC

Storage temperature -30ºC..+80ºC

Vibration  10..55 Hz; 1.5 mm; 2 h each in X, Y, Z

Shock 30g, 11ms

Bearing Ball bearings

Housing material Aluminum

Humidity < 90% RH

Weight approx. 20 g

Ø18mm housing

The MOM18 is characterized by high resolution, up to 1600
ppr, in a compact 18mm diameter housing. 

Resolution (ppr) 100, 150, 200, 300, 360, 400, 500, 800, 1000, 1024, 1600
  

Output voltage low 0.5V 

Insulation resistance 20 Mohm @ 100 VDC
Dielectric strength 100 VAC, 1 minute

Max rotational speed 6000 rpm

Supply voltage; 5V ( 5..12V Open Collector)
Ball bearings

  

Channels A, B, Z
  

Output voltage high 2.5V (Line Driver)

Maximum acceleration 1 * 104 rad/s2

Maximum acceleration 1 * 10-8 kgm2

Shaft material Stainless steel

Dsc material Metal
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