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Up to 15 Turns
Econimical
22mm Diameter
Locking Device

RLD22-15

Model No
Number of

Turns-
Counting.

15 6.35 (1/4”) 4mm, 6mm

Operating
Temperature Range

100 YES -30 +60 8

Mass
(Approx. g)

Standard Special

Combinable Potentiometer
(Matching shaft length of 25mm)

Divisions
per
Turn

Lock
Device

Matching Shaft Dia. (mm)

MT10 MT12(H) MT20(H)
MT22(H) MT25 

General Specifications
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Dimensions (mm)
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Panel Arrangements

Mounting

SET SCREW

GRADATIONS

SPACER

SHAFT

LOCK DEVICE

PANEL

(POT.)

Installation
The panel is arranged as shown above and potentiometer 
already mounted. The shaft of potentiometer is set to fully
counter clockwise and the dial is set to “0”. Dial is placed over
potentiometer shaft so that anti-rotation tab aligns and fits
within anti-rotation mounting hole using the included spacer
at users discretion. The set screw is tightened only as necessary 
to achieve potentiometer rotation without slipping.

Panel Thickness
To ensure the set screw can make positive contact with the shaft:
2 ~ 6mm without using included spacer
1.5 ~ 3mm using the spacer

1±0.2

1.2

 spacer
(included)  Determined by shaft diameter

of potentiometer. 6.35mm is
standard version, 4mm and
6mm versions also available. anti-rotation tab2

Turns Counting Dial
RLD22 Series
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